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Accessories Order no.

0572 2020

0572 2152

0515 0414

0515 0572

0554 2001

0520 0153

0520 0262

0520 0076

0520 0246

Mains unit for testo Saveris 2 WiFi data loggers

Door contact – connection cable for radio data logger testo Saveris 2-T2, length: 2 m

Battery for WiFi probes (4 x AA alkali manganese Mignon batteries))

Batteries for operating WiFi data loggers testo Saveris 2 below -10 °C (4 x Energizer L91 Photo-Lithium)

Magnetic adapter for testo Saveris 2 wall bracket, for attachment to magnetic surfaces

ISO temperature calibration certificate, temperature probe; calibration points -18 °C, 0 °C, +40 °C;  
per channel/instrument

DAkkS temperature calibration certificate; temperature probe; calibration points -18 °C, 0 °C, +40 °C;  
per channel/instrument

ISO humidity calibration certificate; calibration points 11.3 %RH and 75.3 %RH at +25 °C/ +77 °F;  
per channel/instrument

DAkks humidity calibration certificate; humidity probe; calibration points 11.3 %RH and 75.3 %RH at +25°C;  
per channel/instrument

Ordering data for accessories

0554 2015Wall bracket for testo 160 IAQ

0554 2012Deco-cover for testo 160 IAQ

0520 0033ISO calibration certificate CO2, calibration points 0; 1000; 5000 ppm
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Temperature probes for testo Saveris 2-T2

More probes at www.testo.com!

Probe type

Stump probe, IP 54

Stationary probe with aluminium 
sleeve, IP 65,  fixed cable 2.4 m

Accurate immersion/penetration 
probe, cable length 6 m, IP 67, 
fixed cable

Surface probe fixed cable, 2 m

Penetration probe NTC with ribbon 
cable, cable length 2 m, IP 54, 
fixed cable

Dimensions probe shaft/probe 
shaft tip

Measuring 
range

-20 to +70 °C

-30 to +90 °C

-35 to +80 °C

-50 to +80 °C

-40 to +125 °C

Accuracy

±0.2 °C (-20 to +40 °C)
±0.4 °C (+40.1 to +70 °C)

±0.2 °C (0 to +70 °C)
±0.5 °C (remaining meas. range)

±0.2 °C (-25 to +74.9 °C)
±0.4 °C (remaining meas. range)

±0.2 °C (0 to +70 °C)

±0.5 % of m.v. +100 to +125 °C)
±0.2 °C (-25 to +80 °C)
±0.4 °C (remaining meas. range)

t99

15 s

190 s

5 s

150 s

8 s

Order no.

0628 7510

0628 7503

0610 1725

0628 7516

0572 1001

35 mm

40 mm

40 mm

40 mm

60 mm 30 mm

Ø 3 mm

Ø 6 mm

Ø 3 mm Ø 3 mm

8 x 8 mm

Ø 5 mm Ø 3.6 mm

Pipe wrap probe with Velcro tape 
for pipe diameters up to max. 
75 mm, Tmax. +75 °C, fixed cable

External temperature probe 12 mm, 
plug-in, without cable

-50 to +70 °C

-30 to +50 °C

±0.2 °C (-25 to +70 °C)
±0.4 °C (-50 to -25.1 °C)

±0.2 °C (-30 to +50 °C)

60 s 0613 4611

0572 2153

300 mm

105 mm

Ø 12 mm

Ø 20 mm
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Temperature probes for testo Saveris 2-T3

Humidity/temperature probes for testo Saveris 2-H2

Ø 6 mm

40 mm

Connection: Fixed cable 1.9 m

Stationary probe with stainless 
steel sheath, TC Type K

-50 to 
+205 °C

Class 2* 20 s 0628 7533

Ø 5 mm

60 mm

Ø 3.6 mm

30 mmPenetration probe TC with ribbon 
cable, Type K, cable length 2 m, 
IP 54

-40 to 
+220 °C

Class 1  
(-25 to +200 °C)
Class 2 (<-25 °C and 
>+200 °C)

7 s 0572 9001

Ø 21 mm

75 mm

Connection: Fixed cable 1.6 m

Magnetic probe, adhesive power 
approx. 10 N, with magnets, 
for higher temperatures, for 
measurements on metal surfaces, 
TC Type K

-50 to 
+400 °C

Class 2* 0602 4892

Connection: Fixed cable 1.2 m

Pipe clamp probe for pipe 
diameters 5 to 65 mm, with 
replaceable measuring head, 
measuring range short-term up to 
+280 °C, TC Type K

-60 to 
+130 °C

Class 2* 5 s 0602 4592

20 mm

395 mm

Connection: Fixed cable 1.5 m

Pipe wrap probe with Velcro tape, 
for measuring temperatures on 
pipes with diameters up to max. 
120 mm, Tmax +120°C, TC Type K

-50 to 
+120 °C

Class 1* 90 s 0628 0020

Probe type Dimensions probe shaft/probe 
shaft tip

Measuring 
range

Accuracy t99 Order no.

Flexible, low-mass immersion 
measurement tip, ideal for 
measurements in small volumes 
such as Petri dishes or for surface 
measurements (e.g. fixed with 
adhesive tape), TC Type K, 2 m, 
FEP-insulated thermal wire, 
temperature-proof to 200 °C, oval 
cable with dimensions:  
2.2 mm x 1.4 mm

-200 to 
+1000 °C

Class 1* 1 s 0602 0493

500 mmØ 0.25 mm

* Acc. to norm 60584-2, the accuracy of Class 1 refers to -40 to +1000 °C (Type K), Class 2 to -40 to +1200 °C (Type K),  
Class 3 to -200 to +40 °C (Type K).

Probe type

Humidity/temperature probe 
12 mm, fixed cable,  
cable length 1.3 m

Dimensions 
Probe shaft/probe shaft tip

Measuring 
range

-30 to +70 °C
0 to 100 %RH

Accuracy

± 0.3 °C
±2 %RH at +25 °C (2 to 98 %RH)
± 0.03%RH/K
± 1 digit

Order no.

0572 2155

External humidity/temperature 
probe 12 mm, plug-in, without 
cable

-30 to +50 °C
0 to 100 %RH

±0.5 °C
±2 %RH
Temperature coefficient: ±0.03 %RH/K (k=1)
Long-term stability: ±1 %RH/year

0572 2154

More probes at www.testo.com!

105 mm

Ø 12 mm

Ø 20 mm


